
N
. 

3
1

s
t 

S
T
.

F
O

U
N

D
A

T
IO

N
 W

A
L
L

CONCRETE WALK

K
L

A
W 

E
T

E
R

C
N

O
C

CHERRY STREET

GALENA STREET

3
2
N

D
 S

T
R

E
E

T

60.00' RIGHT OF WAY

6
0
.0

0
' R

IG
H

T
 O

F
 W

A
Y

60.00' RIGHT OF WAY

6
0

.0
0

'

1931A Bldg.

1890 Bldg.

Loading Dock

co
n

cre
te

 w
a

lk

SIDE WALK

co
n

cre
te

 w
a

lk

concrete walk

1
4

' C
o

n
cre

te
 A

lle
y

V
a
c
a
te

d
 a

lle
y

Chain Link Fence
0.6' north of line

concrete walk

Chain Link Fence
2.7' west of line

Chain Link Fence
2.4' west of line

Chain Link Fence
1.6' north of line

Chain Link Fence
1.4' north of line

50.00'

50.00'

Exi
st

in
g R

ai
l

Ex
is

ti
n

g
 R

ai
l

Chain Link Fence
0.3' south of line

Chain Link Fence
0.1' south of line

2.2 ACRES

AREA

COMMUNITY VEGETABLE GARDEN

Garage

TOTAL PARCEL

concrete 
retaining wall

concrete 
retaining wall

Chain Link Fence
1.1' north of line

Chain Link Fence
0.1' south of line

1910 Bldg.

1950 Bldg.

1931 Bldg.

C
A

N
A

D
IA

N
 P

A
C

IF
IC

 R
A

IL
W

AY

10
0.

O
O

’ R
IG

H
T 

O
F 

W
AY

MW-4
(ABANDONED)

TW-7

TW-6

MW-3

TW-5

MW-2
(ABANDONED)

TW-4

MW-1

1
1

5
2

5
 E

ss
e

r 
D

e
m

o
 F

ig
s 

S
e

p
t 

2
0

1
0

.a
i

Former T. C. Esser Paint Manufacturing Site

3131 West Galena Street, Milwaukee, Wisconsin
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NOTES:

1.  PROTECT MONITORING WELLS MW-1, MW-3, MW-6 THROUGH

MW-8, AND TW-4 THROUGH TW-7 DURING DECONSTRUCTION.  

THESE MONITORING WELLS ARE TO REMAIN IN PLACE FOR 

DURATION OF DECONSTRUCTION PROJECT.  

2.  MONITORING WELLS MW-2 AND MW-4 HAVE ALREADY BEEN

ABANDONED AND ARE NO LONGER PRESENT.

3.  INTERIOR BASEMENT WALLS AND COLUMNS NOT SHOWN BUT

TO BE REMOVED AS DESCRIBED IN TECHNICAL SPECIFICATIONS.

4.  FILL MATERIAL SLOPED FROM GROUND SURFACE DOWN TO

BASEMENT FLOOR LEVEL SHALL BE KEPT AT LEAST 5 FEET FROM

EASTERN BUILDING/RETAINING WALL.

2H:1V

SLOPE

2H:1V

SLOPE

2H:1V

SLOPE

2H:1V

SLOPE

2
H

:1
V

S
LO

P
E

2
H

:1
V

S
LO

P
E

2
H

:1
V

S
LO

P
E

2
H

:1
V

S
LO

P
E

2
H

:1
V

S
LO

P
E

TRANSITION GROUND SURFACE

GRADE TO BASEMENT ELEVATION

GRADE AS SHOWN

BACKFILL SUBSURFACE VOIDS

TO GROUND SURFACE

(PROTECT)

(PROTECT)

(PROTECT)

(PROTECT)

(PROTECT)

(PROTECT)

(PROTECT)

(PROTECT)

(PROTECT)

24” TU
N

N
EL (A

PPR
O

X
)

RUBBLE/SOIL PILE


